
UTAH OIL AND GAS CONSERVATION COMMISSION

NEMARKS: WELL LOG ELECTRICLOGS FILE y WATER SANDS LOCATION INSPECTED OIL SUB. REPORT/abd

DATE FlLED 3-30-82
LAND: FEE & PATENTED STATE LEASE NO PUBLICLEASE NO U-15855 INDIAN

DRILLINGAPPROVED: Å¯Ô¯Û
SPUDDED IN:

COMPLETED: PUT TO PRODUCING

INITIAL PRODUCTION:

GRAVfTY A.PI

GOR:

PRODUCINGZONES:

TOTAL DEPTH:
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DATEABANDONED

g -

UNIT:

COUNTY: DUCHESNE
WELLNO. FEDERAL # 11-24 API NO. 43-013-30655
LOCATION ISÛŸ FT FROM (N.(S) LINE. 1917 FT FROMS(W) LINE. NE SW 1/4 - 1/4 SEc 24

TWP RG6EE SEC4 O



>rm 9-331 C
SUBMIT IN LICATE* Form approved. •

---
Jay 1963) (Other inst as on Budget Bureau No. 42-R1425.

ITED STATES revers MERALS MMAGEMEN

DEPARTMENT OF THE INTERIOR TLEASEDE N

GEOLOGICAL SURVEY U-15855 i CElvED

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK Û.IFINDIAN,ALLOTTEEORTRIBENAME

Air a lal2
la. TYPE OF WORK

DRILLÐ DEEPENO PLUGBACK O 7. UNIT AGREEMENT NAME

b. TYPEOFWELL

SALTLANECliY,UTAH

OWELLL WAFLL
OTHER

NNGLE MO ETIPLE 6. FARM OE LEASE NAME

2. NAÅE OF OPERATOR
Federal

Loníax Exploration Company Û. WELL NO.

. ADDRESS OF OPERATOR 11-24
P.0. Box 4503, Houston, Texas 77210 . FIELD AND POOL, OE WILDCAT

OF WELL (Report location clearly and in accordance with any State requirements.*)

Atsorrac1909'
FSL, 1917' FWL, Section 24, T9S, R16E IIc.,s'n'anz"¿a°"sa".T'

At proposed prod. zone
Sec. 24, T9S, R16E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13. STATE

18.15 miles from Myton, Utah Duchesne i Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACEES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL

PROPEETY OB LEASE LINE, FT- 1909 1200 80
(Also to nearest drig. unit line, if any)

TANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS

TO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE, FT. 1625 6200 Rotary

LEVATIONs (Show whether DF, RT, GR, etc ) 22. APP I. DATE WORK WILL START*

5627' GR \ June, 1982
23 PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

17 1/4 8 5/8 24# 300 200 sx

7 5/8 5 1/? _ 15.50# TD 500 sx

ATTACHMENTS:1. 10 Point Program /

2. 13 Point Program
3. Location Plat .

4. Location Layout
5. Topo Maps "A" & "B"
6. BOPDiagram

IN ABOVE SPACE DESCRIEE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on pr eut productive zone and proposed new productive

zone. If proposal is to drill or en direct onally, give pertinent data on subsurface locations an measured and true vertical depths. Give blowont

preventer program, if a .

SIGNED
G. L. PruittTITLE MQT. OfilÏing & QOUCtiOn DATE 3/30/82

(This space fr Federal or State office use)

A

PRMITEND

BY TIœE p PC & GAS SUPERVISOR

CONDITIONS OF OVAL, IF ANY :

FLARINGOR VENT NG OF*See InstructionsOn ReverseSi<ie GAs is suencT TO NTL 4-A

NOTICEOF APPROVAL COND ;;C ATT CHFD omo wao
TO CPERATOR'S



Foran 9-881 C SUBMIT IN CATE* Form approved.
(May 1963) (Other instruc lons on Budget Bureau No. 42-R1425.

UNITED STATES reverse sia•>

DEPARTMENTOF THE INTERIOR 5. LEASE DESIGNATION AND SERIAL NO.

GEOLOGICAL SURVEY 0-158¾
APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUGBACK 6.IFINDIAN,ALLOTTEEOETRIBENAME

18. TYPE OF WORK

DRILLË\ DEEPENO PLUGBACK O 7. UNIT AGREEMENT NAME

b. Tyra or wsLL

OW
LL

WAELL
OTHER

LE MOUNLTŒLE 8. FARM OR LEASE NAME

2. NAME OF OPERATOR

Lomax Exploration company * """ "°

3. ADDRESS OF OPERATOR

P . O . Anx AM A ut t on Ta v 77 10 10. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (Report locaËon early and*in accor nee w any State requirements.*)
At surface MrRŸ

1909' FSL, 1917' FWL, Section 24, TSS, R16E 11.
AND SR EY

RORABELAL

At proposed prod. zone

Sec. 24. T95. R16E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13. STATE

18.15 miles from Myton, Utah Duchesne I Utah
AD. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OB LEASE LINE, FT 1909 1200 80(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 1Û. PRO ED DE 2Û. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,

21.

EœÐ
TI S

(oS owN

the
DF,nRT,

GR, etc.) I. DATE WORK WILL START*

5627* GR June, 1982
23.

SIEE OF HOLE SIZE OF CASING

PROPOSED CASIrbTGeAND CEMENTIGNG PROGRAM

QUANTITY OF CEMENT

12 1/4 8 5/9 Pa# Yin 200 cv
7 E/9 5 1/7 19 ang Yn son su

ATTACHMENTS:1. 10 Point Program APPAÔVEDgygggggg
2. 13 Point Program OF UTAH D • O‡3. Location Plat Ôlk. GA NO MINING4. Location Layout DATE• / '2-

. 80P D
A" & "8"

IN ABOVE SPACE DESCRIBE PROPOSED PROonAx : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposal is to drill o deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout
preventer program, if ny.

24.

SIGNED e e TITLE a DATE

(This pace r Federal or State oflice use)

PERMITNO APPROVAT DATF

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL, IF ANY:

*SeeInstructionsOn Reverse



O O
TEN POINT WELLPROGRAM

Lomax Exploration Company
Federal #11-24

.

°

NE/SW Section 24, T9S, R16E
Duchesne County, Utah

1. GEOLOGICSURFACEFORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATEDTOPSOF IMPORTANTGEOLOGICMARKERS:

Uinta 0-3125
Green River 3125
Wasatch 6125

3. ESTIMATEDDEPTHSOF ANTICIPATEDWATER, OIL, GASOR MINERALS:

Green River 3125
H zone 3465 Sand & Shale - possible oil & gas shows
J zone 4365 Sand & Shale - Oil & Gas shows anticipated
M zone 5665 Sand & Shale - Primary objective - oil

4. PROPOSEDCASINGPROGRAM:

8 5/8", 3-55, 24#; set at 300'
S 1/2", 3-55, 15.50#, STC; set at TD
All casing will be new

5. MINIMUMSPECIFICATIONSFOR PRESSURECONTROL:

The operators minimum specifications for pressure control equipment
are as follows:

A 10" Series 900 Hydril Bag type BOP and a 10" Double Ram Hydraulic
unit with a closing unit will be utilized. Pressure tests of B0P's to
1000# will be made prior to drilling surface plug and operation will
be checked daily. (See exhibit A)

6. TYPE ANDCHARACTERISTICSOF THE PROPOSEDCIRCULATIONMUDS:

It is proposed that the hole be drilled with fresh water to the "J"
zone and with mud thereafter. The mud system will be a water based
gel-chemical, weighted to 10.0 ppg as necessary for gas



Lomax Exploration Company
Federal #11-24
NE/SW Section 24, T9S, R16E
Duchesne County, Utah

7. AUXILIARYSAFETYEQUIPMENTTO.BE USED:

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW
valve with drill pipe threads.

8. TESTING, LOGGINGANDCORINGPROGRAMS:

No coring or drill stem testing has been scheduled for this well. The
logging will consist of a Dual Induction Laterolog and a Compensated
Neutron-Formation Density.

9. ANTICIPATEDABNORMALPRESSUREOR TEMPERATURE:

It is not anticipated that abnormal pressures or temperatures will be
encountered; nor that any other abnormal hazards such as H2S gas will
be encountered in this area.

10. ANTICIPATEDSTARTINGDATEANDDURATIONOF THEOPERATIONS:

It is anticipated that operations will commence approximately June,
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LOMAX EXPLORATION

13 Point Surface Use Plan

For

Well Location

Federa1 #11.-24

Located In

Section 24, T93, RI6E, S.L.B.& M.

Duchesne County,
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LOMAX EXPLORATION
Federal #11-24
Section 24 T9S, R16E, S.L.B.& M.

1. EXISTING ROADS

See attached Topographic Map "A".

To reach LOMAX EXPLORATION well location site Federal #11-24,
located in the NE 1/4 SW 1/4 Section 24, T9S, R16E, S.L.B.& M., Duchesne
County, Utah:

Proceed Westerly out of Myton, Utah along U.S. Highway 40 - 1.9 miles
+ to the junction of this Highway and Utah State Highway 53; proceed
Southerly along Utah State Highway 53 - 1.6 miles to its junction with
Utah State Highway 216; proceed Southerly along State . Highway 216 - 10.3
miles to its junction with an existing dirt road to the Southwest; proceed
Southwesterly along this road 4.4 miles to its junction with the proposed
access road (to be discussed in Item #2).

The highways mentioned in the foregoing paragraph are bituminous
surfaced roads to the point where Highway 216 exists to the South;
thereafter the road is constructed with existing materials and gravels.
The highways are maintained by Utah State road crews. All other roads are
mainted by County crews.

The aforementioned dirt oil field service roads and other roads in the
vacinity are constructed out of existng native materials that are
prevalent to the existing areas they are located in and range from clays
to a sandy-clay shale material.

The roads that are required for access during the drilling phase,
completion phase, and production phase of this well will be maintained at
the standards required by the B.L.M. or other controlling agencies. This
maintenance will consist of some minor grader work for smoothing of road
surfaces and for snow removal.

2. PLANNED ACCESS ROAD

See Topographic Map "B".

The planned road leaves the existing road described in Item #1 in the
NW 1/4 NW 1/4 Section 24, T9S, R16E, S.L.B.& M., and proceeds in a
Northerly direction approximately 0.57 miles to the proposed location
site.

The proposed access road will be ao 18' crown road (9' either side of
the centerline) with drain ditches along either side of the proposed road
where it is determined necessary in order to handle any run-off from
normal meterological conditions that are prevalent to this area.

Back slopes along the cut areas of the road will be 1 1/2 to 1 slopes
and terraced.

Page
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LOMAXEXPLORATION
Federal #11-24
Section 24 T9S, Rl6E, S.L.B.& M.

There will be no culverts required along this access road.

There will be no turnouts required along this road.

There are no fences encountered along this proposed road. There will
be no new gates or cattleguards required.

The lands involved in this action are under B.L.M. jurisdication.

The terrain that is traversed by this road is relatively flat. The
grade of this road will not exceed 84.

3. LOCATION OF EXISTING WELLS

There are known wells within a one mile radius of this location site.
(See Topographic Map "B"). There are numerous new wells in this field.
The exact locations of which are not known.

4. LOCATION OF EXISTING AND EROPOSED FACILITIES

There are existing LOMAX EXPLORATION wells withio a one mile radius of
this location site. These locations have the following production
facilities - two 300 barrel tanks, line heaters, pumping units and heater
trace.

A tank battery site will be set at the proposed location site. This
battery will be used to contain production from this well. If in the
event this battery can not be improvised, a flowline will be built which
will extend to an existing well in the area.

The area will be built if possible, with native materials and if these
materials are not available then the necessary arrangements will be made
to get them from private sources. These facilities will be constructed
using bulldozers, graders and workman crews to construct and place the
proposed facilities. If there is any deviation from the above, all
appropriate agencies will be notified. Rehabilitation of disturbed areas
no longer needed for operation after construction is completed will meet
the requirements of Item #10.

5. LOCATION AND TYPE OF WATER SUPPLY

See Topographic Map "B".

At the present time, it is anticipated that the water for this well
will be hauled by truck over the existing roads and the proposed access
road approximately 18 miles from the Duchesne River at a point where it
crosses under U.S. Highway 40.

In the event that this source is not used, an alternate source will be
used and all necessary arrangements will be made with the proper
authorities.

There will be no water well drilled at this location site.

Page
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LOMAXEXPLORATION
Federal #11-24
Section 24 T93, R16E, S.L.B.& M.

6. SOURCE OF CONSTRUCTION MATERIALS

All construction material for this location site and access road shall
be borrow material accumulated during construction of the location site
and access road. No pit lining material from other sources are
anticipated at this time, but if they are required, the appropriate
actions will be taken to acquire them from private sources.

7. METHODS OF HANDLING WASTE DISPOSAL

See Location Layout Sheet.

A reserve pit will be constructed.

The reserve pit will vary in size and depth according to the water
table at the time of drilling.

One half of the reserve pit will be used as a fresh water storage area
during the drilling of this well and the other one half will be used to
store non-flammable materials such as cuttings, salts, drilling fluids,
chemicals and produced fluids, etc.

If deemed necessary by the agencies concerned to prevent contamination
to surrounding areas, the reserve pits will be lined with a gel.

The pits will have wire and overhead flagging installed if deemed
necessary to protect the water fowl, wildlife, and domestic animals.

At the onset of drilling, the reserve pit -will be fenced on three
sides and at the time drilling activities are completed, it will be fenced
on the fourth side and allowed to dry completely prior to the time that
backfilling and other reclamation activities are attempted.

When the reserve pit dries and reclamation activities commence, the
pits will be covered with a minimum of four feet of soil and all
reguirements in Item #10 will be followed.

A portable chemical toliet will be provided for human waste.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and
none foreseen in the near future.

9. WELL SITE LAYOUT

See attached Location Layout Sheet.

The B.L.M. District Manager shall be notified before any construction
begins on the proposed location site .

Page
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LOMAXEXPLORATION
Federal #11-24
Section 24 T9S, R16E,.S.L.B.& M.

As mentioned in Item #7, the pits will be unlined unless it is
determined by the representatives of the agencies involved that the
materials are too porous and would cause contamination to the surrounding
area; then the pits will be lined with a gel and any other type of
material necessary to make it safe and tight.

When drilling activities commence, all work shall proceed in a neat
and orderly sequence.

10. PLANS-FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, all topsoil shall be
stripped and stockpiled. (See location layout sheet and Item #9), When
all drilling and production activities have been completed, the location
site and access road will be reshaped to the the original contour and
stockpiled topsoil spread over the disturbed area.

Any drainages re-routed during construction activities shall be
restored to their original line of flow as near as possible. Fences
around pits are to be removed upon completion of drilling activities and
all waste being contained in the trash basket shall be hauled to the
nearest Sanitary Landfill.

Restoration activities shall begin within 90 days after completion of
the well. Once restoration activities have begun, they shall be completed
within 30 days.

When restoration activities have been completed, the location site and
access ramp shall be reseeded with a seed mixture recommended by the
B.L.M. Representative when the moisture content of the soil is adequate
for germination. The Lessee further covenants and agrees that all of said
clean-up and restoration activities shall be done and performed in a
diligent and most workmanlike manner and in strict conformity with the
above mentioned Items #7 and #10.

11. OTHER INFORMATION

The-Topography of the General Area - (See Topographic Map "A").

The area is a large basin fromed by the Uinta Mountains to the North
and the Book Cliff .Mountains to the South. The Green River is located
approximately 19 miles to the Southeast of the location site.

The basin floor is interlaced with numerous canyons and ridges formed
by the non-perennial streams of the area. The sides of these canyons are
steep and ledges formed in sandstone ledges, conglomerate deposits, and
shale are common in this area.

The geologic structures of the area that visible are of the Uiota
formation (Eocene Epoch) Tertiary Period in the upper elevations and the
cobblestone and younger allubial deposits from the Quaternary Period.

Page
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LOMAXEXPLORATION
Federal #11-24
Section 24 T9S, RI6E, S.L.B.& M.

Outcrops of sandstone ledges, conglomerate deposits and shale are
common in this area.

The topsoils in the area range from a light brownish-gray sandy clay
(SM-ML) type soil with poorly graded gravels to a clayey (OL) soil..

The majority of the numerous washes and draws in the area are of
non-perennial nature flowing during the early spring run-off and heavy
rain storms of long duration which are rare as the normal annual rainfall
in the area is only 8".

Due to the low precipitation average, climatic conditions and the
marginal types of soils, the vegetation that is found in the area are
common of the semi-arid regions and consists of areas of sagebrush,
rabbitbrush some grasses and cacti as the primary flora. This is also
true of the lower elevations.

The fauna of the area is sparse and consists predominantly of the mule
deer, pronghorn antelope, coyotes, rabbits, and varieties of small ground
squirrels and other types of rodents. The area is used by man for the
primary purpose of grazing domestic sheep and cattle.

The birds of the area are raptors, finches, ground sparrows, magpies,
crows, and jays.

The Topography of the Immediate Area - (See Topographic Map "B").

Federal #11-24 is located approximately 2.5 miles North of Big Wash a
non-perennial drainage which runs to the East.

The terrain in the vicinity of the location slopes from the South to
the North at approximately 5.7% grade.

The vegetation in the immediate area surrounding the location site
consists of grasses and sparse amounts of sagebrush.

There are no occupied dwellings or other facilities of this nature in
the general area.

There are no visible archaeological, historical or cultural sites
within any reasonable proximity of the proposed location site. (See
Topographic Map "B").

12. LESSEE'S OR OPERATOR'S REPRESENTATIVE

Jack Pruitt
LOMAX EXPLORATION
333 North Belt East, Ste. 880
Houston, TX 77060

1-713-931-9276

Page
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LOMAX EXPLORATION
Federal #11-24
Section 24 T9S, R16E, S.L.B.& M.

13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision have
inspected the proposed drill site and access route; that I am familiar
with the conditions which presently exist; that the statements made in
this plan are to the best of my knowlodge true and correct; and that the
work associated with the operation proposed herein will be performed by

. LOMAXEXPLORATION and its contractors and sub-contractors in conformity
with this plan and the terms and conditions under which it is approved.

Date Ja6k P iŠt

Page
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** FILE NOTATIONS**

DATE: '?
OPERATOR:

WELLNO: 57

Location: Sec. T. Ÿí R. gg County:

F¿f.e Ptepued En-ten.ed on W.I.D:

Caxd Indexed: Completion Sheet:

API Nu.m6eA fi- on - 3

CHECKEDBY:

Petroleum Engineer:

Director: J /2.A C 3

Administrative Aide: ' /Ú../ A/ /ÂÁ

APPROVALLETTER:

Bond Requixed: SuAvey Pfa,t Requixed:

OAdex No. 0.K. Rufe C-3

Rufe C-3 (c) , TopogAaphic Exception - company owns ox con ofs a.co.ea.ge
& a. 660' aadiars og px.oposed aLte

Lea.se Designa.flon Pfo ted on Map

AppAoval Lettex 0/X¿.tten

Ho,t Line P.I



April 8, 1982

Lomg@ Exploration Company
P. O. Box 4503
Houston, Texas 77210

RE: Well No. Federal 11-24
Sec. 24, T. 98, R. 16E
Duchesne County, Utah

Insofar as this office is concerned, approval to drill the above referred to oil
well is hereby granted in accordance with Rule C-3, General Rules and Regulations
and Rules of Practice and Procedure.

Should you determine that it will be necessary to plug and abandon this well,
you are hereby requested to immediately notify the following:

CLEON B. FEIGHT - Director
Office: 533-5771
Bone: 466-4455

Enclosed please find Form OGC-8-X, which is to be completed whether or not
water sands (acquifers) are encountered during drilling. Your cooperation in
completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours
after drilling operations commence, and that the drilling contractor and rig
number be identified.

The API number assigned to this well is 43-013-30655.

Sincerely,

DIVISION OF OIL, GAS AND MINING

Cleon B. Feight
Director

CBP/as
Enc1.
cc: Minerals Management



Form 9-8810 SUBMIT IN CATE* Form approved.
(May l963) (Other instr a on Budget Bureau No. 42-R1425.

U TED STATES reverse si MINERALSMANAGEMENT
DEPARTMENT OF THE INTERIOR 5. LEASE DE N

GEOLOGICAL SURVEY U-15855 REcElvED

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6.WINDIAN,AROTTEEORTEIBENAME

B 519821R. TYPE OF WORK

b. TTPEOFWELL

DRILLÐ DEEPENO PLUG BACK O 7. UNIT AGaSEEMENTLA
CULUTAH

OWELLL WAEeLL
OTHER

NNELE MONLETIPLE 8. FARM OR LEASE NAME

2. NAME OF OPERATOR
¯ Feder al

Lomax Exploration Company 9. WELL NO.

& ADDEE OF OPERATOR 11-24
P.O._ Box 4503, Houston, Texas 77210 1Û. FIELD AND POOL, OE WILDCAT

i. LOCATION OF WELL (Report loCRÍiOD Clearly and in RCCOrdance With any State requirements.*)
At surface WB drat

1909' FSL, 1917' FWL, Section 24, T9S, R16E 11. go..x.,.... o..x. .

At proposed prod, zone

Sec. 24, T9S, R16E
14, DISTANCE IN MILES AND DIEECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13. STATE

18.15 miles from Myton, Utah Duchesne Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT. 1909 1200 80(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,
OR APFLIED FOR, ON THIS LEASE, FT. 1625 6200 Potar r

21. ELEVATIONS (Show whether DF, RT, GR, etc.) 25. APP I. DATE WORK WILL START*

5627' GR | June, 1982
23. PROPOSED CASING AND CEMENTING PROGRAM

SI OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4 8 5/8 74# 300 200 sx
7 5/8 5 1/2 15.50# TD 500 sx

ATTACHMENTS:1. 10 Point Program
2. 13 Point Program MS 0 5 gy3. Location Plat
4. Location Layout
5. Topo Maps "A" & "B" DIVISIONOF
6. BOPDiagram OILGAS& MINING

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive

zone. If proposal is to drill or en directionally, give pertinent data on subsurface locations and Ineasured and true vertical depths. Give blowout

SI

EDprOgr

TITLE Mqr. Drillinq & Production DATE

(This space fr Federal or State office use)

Di L & GAS SUPERVISOR

CONDITIONS OF A AL, IF ANY :

*See InstructionsOn ReverseSide
NOTICEOF APPROVAL CONDITIONSOF APPROVAL ATTACH D FLARINGOR VENTINGOF

4 m TO OPERATOR'S COPY AfEED 1LOONTL4-A



PROJECT

LOMAX EXPLORATION CO.
Well location, FED # //-24,

located as shown in the NE SW

T 9 S, R /6 E S. L. B.8 M. Section 24,T 9 S, R 16 E ,S.L.B.SM.
DUCHESNE County, Utah.

N 89°52 W
80. 06

24

EEO ‡A //-24 j CERTIFICATE

O
Elem Ungraded Ground-36 7 THlS IS TO CERTIFY THAT THE ABOVE RLAT WAS PHEPAREO FROM

FLELD NOTES OF ACTUAL SURVEYS MADE BY ME OR UNDER MY

SUPERVISION AND THAT THE SAME A TRUE ANÐ CORRECT TO THE
BEST OF MY KNowtEDGE AND

REGISTERED LAND S ÆYOR
REGISTRATION NP 3137
STATE OF UTAH

UINTAH ENGINEERING a LAND SURVEYING80. 10
P 0. BOX Q - 85 SOUTH - 200 EASTNS9°51 W

VERNAL, ÜTAH - 84078

SCALE .. . DATE
I = 1000 10 - 30-81

PARTY REFERENCES
LT SH LZ GLO Plat

WEATHER FILE
Cloudy



United StatesDepartment of the Interior
BUREAU OF LAND MANAGEMENT

U-80

VERNALDISTRICT OFFICE
170 South 500 East
Vernal, Utah 84078 18202122;

May 18, 1982

Ed Guynn, District Engineer gi fÅÎ
Mineral Management Services

RECEIVED

SGS, Conservation Division
2000 Admini.stration Building a vammuun

1745 West 1700 South
Salt Lake City, Utah 84104 oggggy

Re: Joint Onsite Inspection
Lomax Exploration
T9S, R16E, Sec. 23, Well #9-23
T9S, R16E, Sec. 24, Well #3-24

' T95, R16E, Sec. 24, Well #11-24
T9S, R16E, Sec..26, Well #3-26

Dear Mr. Guynn:

On May 17, 1982, a joint onsite inspection was made of the above reference well

site locations and proposed access roads by people representing Lomax Exploration,

Stubbs Construction, Skewes & Hamilton, MMS, and the BLM. We feel that the
surface use and operating plans are adequate with the following stipulations:

1. Construction and maintenance of roads, rehabilitation of disturbed areas,

and construction of pipeline routes shall be in accordance with the surface

use standards as set forth in the booklet, "Surface Operating Standards

for Oil and Gas Exploration and Development."

2. The maximumwidth of access roads will be 30 feet total disturbed area.
Turnouts will not be required and travelling off the right-of-way will not

be allowed.

3. Topsoil will be stockpiled as addressed in the applicants 13 Point Plan.

Our office recommends the top 6-10 inches of topsoil material be stock-

piled.

4. The BLMwill be notified at least 24 hours prior to any contruction.

5. The BLMwill be notified at least 24 hours prior to any rehabilitation.

6. A burn pit will not be constructed. There will be no burying of garbage

or trash at the location. No trash will be thrown in the reserve pit.

All trash must be contained and hauled to the nearest sanitary landfill.

7. All permanent (on site for six (6) months duration or longer) structures

constructed or installed, including the pumpjack, shall be painted a flat,

non-reflective, earth tone color to match Tnemec 23-08351 Mesa



Enduratone or an approved equal. All facilities shall be painted within 6
months of when the production facilities are put in place. Facilities
that are required to comply with OSHA(Occupational Safety and Health Act)
standards are excluded.

8. Reserve pits will be fenced with a wire mesh fence topped with at least
one strand of barbed wire.

9. A muffler system will be installed on all pumping units.

10. At location #3-24, the topsoil will be stockpiled at point #1.

11. At location #11-24, the toposoil will be stockpiled between points #1 and
2.

12. At location #3-26, the northeast end of the pit corner will tx rounded off
so as to stay out of the existing drainage.

An archaeological clearance has been conducted by the Archaeological-Environment-

al Research Corporation of the proposed drill sites and access roads. No
cultural materials were located on the'surface of the survey areas.

The proposed activities do not jeopardize listed, threatened or endangered
flora/fauna and their habitats.

Sincer ,

Ralp J. Hef
Area Manage
Diamond Mountain Resource Area

cc:Y MS,



E toi ication No.
ECElvED

United States Department of t I e or
Mineral S Management ggligŒC;TY,UTAN

2000 Administration building
1745 West 1700 South

Salt Lake City, Utah 84104-3884

NEPACATEGORICALEXCLUSIONREVIEW

PROJECT IDENTIFICATION

Operator it-reak SK ÍcraÌicaÚcy
«A'

Project Type Û¡Í e//

Project Location /10f fft- /g7pWL isenos 2 Tf g,/(C,
Well No. È ~~~S Lease No. // // Î
Date Project Submitted y gj/ /9&

FIELD INSPECTION Date / XV /

I have reviewed the proposal in accordance with the categorical exclusion
review guidelines. This proposal would not involve any significant effects
and, therefore, does not represent an exception to the categorical exclusions.

Date Prepared Enviroodental Sciagtist

I concur

MAY2 4 M2
FOR ESTWRIGT

O
N&

GAS SUPERVISOR

Date District
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dat :
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e

a «



(il

FI El,D NOTES SilEET

D.ate of Field laspection

Approve Location:

Approve Access Road:

Modify Location or Access Road:
-M

Evaluation of Criteria for Categorical Exclusion

1. Public Health and Safety

2. Unique Characteristics

3. Environmentally Controversial Items

4. Uncertain and Unknown Risks

5. Establishes Precedents
.

6. Comulatively Significant

7. National Register Historic Places

8.
Endangered/Threatened Species

9. Violace Federal, State, Local, or Tribal Laws

if this project is not eligib.le for Categorical Exclusion circle the numbers of

the above criteria requiring the preparation of an EA.

Comments and special conditions of approval discussed at onsite: (incJude local

topography)

e .



CATEGORICAL EXTL'.'SION REVIE',' IWOR'ulION SOURCE

Loca l ard
Federal/State Agenev private OtherCorre- Paone cor ce- stod i.es Ces iteCriteria spaMence check Matire scodence Previous and Staff instee:bn5l6 DM 2.3.A (date) (date) (da:e) (date) NT A reoorts exortise (4dat ) 0:Ner

ard safety

y (fÂ
Unique charac-

,

Eennst

ntally
controversial

. Uncertai.n ard
unkram risks

. Establishes
precedents

/ / /

. Coulatively
swificant

'. Nat ional Register

.

historict aces

threa:ened scecies

9. Violate Federal,

I



.

CATEGORICALEXCLUSIONREVIEWCOMMONREFERENCELEGEND

1. Surface Management Agency Input

2. Reviews Reports, or information received from Geological Surve,y

(Conservation Division; Geological Division, Water Resource Division,

Topographic Division)

3. Lease Stipulations/Terms

4. Application Permit to Drill

S. Operator Correspondence

6. Field Observation

7. Private Rehabilitation Agreement

e

o

e

e
e

e



O LOMAX
EXPLORATIO \

COhdPANYK

March 2, 1983

Mr. Bill Martin
Minerals Management Service
1745 West 1700 South
Room 2000
Salt Lake City, Utah 84104

Castle Peak Federal #7-23
Castle Peak Federal #3-24
Castle Peak Federal #3-26
Castle Peak Federal #1-23

- Castle Peak Federal #11-24

Dear Mr. Martin:

Enclosed are Applications for Permit to Drill the subject wells.
These _applications were originally submitted in April, 1982 pnd received
approval by your office on April 22, 1982. We request a one year extension
on these permits as we plan to drill the Federal #9-23 well soon and this
could result in further development in the near future.

Please advise if you need any additional information.

Very rul yours,

G. . Pruitt
V. . Drilling & Production

GLP/mdt
cEc:cloStaree

of Utah
Division of Oil and Gas

333 North Belt East Suite 880 Houston, Texas 77060 713/931-9276'
Mailing Address: P.O. Box 4503 Houston, Texas



Form 9-331 C SUBMIT IN TRIPLICATE* Form approved.
(May 1%3) (Other instru on

Iludget Bureau No. 43-R1425.
'" U ED STATES reverse s

DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND SER1AL NO.

GEOLOGICAL SURVEY U-15855

APPLICATION FOR PERMIT ÏO DRILL, DEEPEN,OR PLUG BACK Û. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WORK

DRILL DEEPEN O PLUG BACK O UNIT AGREEMENT NAME

b. TYPE OF WELL

I L
VAESLL

OTHER
SINGELE MOUNLTIPLE 6. FARM OR LEASE NAME

2. NAME OF OPERATOR CaStle Peak Federal
Lomax Exploration Company Û. WELL NO.

3. ADDRESS OF OPERATOR 11-24 C-

P.0. Box 4503, Hous n, TX 77210 io. FIELD AND POOL, OR WILDCAT

4. LOCATILONœOF WELL (Report location clearly and in accordance with any State requirernents.*) Undesignated
1909 FSL & 1917 FML 11. BEC., T., B., M., OR BLK.

AND SURVEY OR AREA

At proposed prod. zone
Section 24, T9S, R16E

14. DISTANCE IN MILES AND DIRECTION FROM NE REST TOWN OR POST OFFICE* 12. COUNTY Og PARISH 13. STATE

18.15 miles from Myton, Utah Duchesne i Utah
13. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACEES ASSIGNSD

LOCATION TO NEAREST TO THIS WELL
PROPEETY OR LEASE LINE, FT.
(Also to nearest drlg. unit line, if any) 1909 1200 40

18. orsTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTARY OR CARLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE, FT 1786 6200 Rotary

21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. Arraol. DATE WORK WILL STAET*

5627 GR I November, 1983
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4 8 5/8 24 300 To Surface
7 7/8 5 1/? 17 _-TD As PequirP<i

IN ABOVE SPACE D CRIB ROPOSED P OGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive

zone. If propose is t 111 or e en directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer progra , if .

24.

G. L. Pruitt V.P. Drilling & Produciton 3/02/83
i SIGNED TITLE DATE

(This space ËFederal or State office use)

PERMITNO APPROVAT DATF

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL, IF



a . 3140
(U-922)

DIVISIONOF «sust 1 ina

O GASR WMLomax.txplorätton Corapany
F.0, Box 4503
Hounton. TX 77210

Re: Rescind Application for Permit
to Drill );
Well Nó. 11-24
Sectîon 24-795-RI6E
Ducheane County, Utih
Lease No. 0215855

Dentleinen:

The Application for Permit. to Drill the referenced we11 was approved on
April 14, .1982. Since that date no known activity has transpired at the
approved location. Under current Listrict policy, applications for pertait
to drill are effective for a period of one year. In view of the foregoing
this office is rescindin the approval of the referenced application without
prejudice. If you intend to drill at this location at a future date, a new
application for permit to drill aust be submitted.

This office requires a letter confirming that no surfuee disturbance has
been made for this drill site. Any sukface dgaturbance aisociated with the
sýproved location of this well is, to be rehabilitated. A schedule for this
yehabilitation must then a submitted to this affice. Your cooperation in
this matter is appreciated.

Please send requested information to Chief, Branch o Fluid Minerala,
hureau of.Land Management, 1745 . 1700 S., 2000 Administration Ridg., Salt
Lake City, UT $4104.

Sincerely,

E.1. Guyan .
Chief, Granch of

Fluid Kinerals

beet, BLM-Vernal
State O&G
State BLM
Well File
APD Control
DSD/NR Reading



9 STATEOF UTAH Scott M. Matheson, Governor
NATURALRESOURCES Temple A. Reynolds, Executive Director
OII, Gas & Mining Dr. G. A. (Jim) Shirazi, Division Director

4241 State Office Building • Salt Loke City, UT84114 • 801-533-5771

September 14, 1983

Lomax Exploration Company
P. O. Box 4503
Houston, Texas 77210

RE: Resciñ& Appliñation for
Permit to Drill
Well No. Federal 11-24
Sec. 24, T.9S, R.16E
Duchesne County, Utah

Gentlemen:

Approval of Application for Permit to Drill the above referenced
well is rescinded without prejudice as of the above date in concert
with action taken by Branch of Fluid Minerals.

If you intend to drill this location at a future date, a new
application for permit to drill may be submitted for State approval.

Norman C. Stout
Administrative Assistant

NS/as

an equal opportuniiy ernployer • please recycle



Bureau of Land Management
Vernal District Office
170South:500East
Vernal,Utah a 070

U-820
U-1665b

dune 5, 1986

Lomax Exploration Company
Attn: Paul Curry
P. O. Box 4503
douston, TX 77210-4503

RE: Rescind Application for Permit, to Drill
Well No. 11-24

, Section 24, TOS R16E
' & County, Utah

Lease No. U-15855

Tne Application for Permit to Drill the referenced well was approved on
August 3, 1982 and reinstated on September 28, 1983 for a period of one
year. Since that date, no known activity has transpired at the
approved location. In view of the foregoing, this office is rescinding
the approval of the referenced application without prejudice. If you
intend to drill at this location at a future date, a new Application
for Permit to Drill must be subulitted.

This office requires a letter confirming that no surface disturbance has been
maue for this brill site. An.y surface disturbance associateëwith the
approvea location of this well is to be rehabilitated. A scheduTe for this
rehabilitation must be submitted to this office. Your cooperation in this
matter is appreciated.

'Šincérel y,

Cr g M. Hansen
A ifor Ninerals

occ: State Div. OG & M
well


	APD-DRILL
	APD-DRILL
	APD-WORKSHEET
	APD-APPROVAL
	APD-DRILL
	APD-DRILL

